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Abstract This work develops a novel mathematical pro-
gramming model to optimize the performance of a simple
thermoacoustic refrigerator (TAR). This study aims to opti-
mize the geometric parameters namely the stack position, the
stack length, the blockage ratio and the plate spacing
involved in designing TARs. System parameters and con-
straints that capture the underlying thermoacoustic dynamics
have been used to define the models. The cooling load, the
coefficient of performance and the acoustic power loss have
been used to measure the performance of the device. The
optimization task is formulated as a three-criterion nonlinear
programming problem with discontinuous derivatives
(DNLP). Since we optimize multiple objectives simulta-
neously, each objective component has been given a
weighting factor to provide appropriate user-defined
emphasis. A practical example is given to illustrate the
approach. We have determined a design statement of a stack
describing how the geometrical parameters describing would
change if emphasis is given to one objective in particular.We
also considered optimization of multiple objectives compo-
nents simultaneously and identify global optimal solutions
describing the stack geometry using a lexicographic multi-
objective optimization scheme. Additionally, this approach
illustrates the difference between a design for maximum
cooling and best coefficient of performance of a simple TAR.
List of symbols
a Speed of sound (m/s)
BR Blockage ratio
cp Isobaric specific heat capacity (J/kgK)
COP Coefficient of performance of refrigerator
COPC Carnot coefficient of performance
COPR Relative coefficient of performance
diri Direction of ith objective
DR Drive ratio
f Frequency (Hz)
K Thermal conductivity (W/m K)
l Plate half thickness (mm)
LS Stack length (mm)
LSn Normalised stack length
min Minimize
max Maximize
pm Mean pressure (Pa)
ri Range of ith objective function
si Surplus of ith objective
Tm Mean temperature
Tmn Normalized temperature difference
XS Stack centre position (mm)
XSn Normalised stack position
wi Objective function component weight
W2
o Acoustic power loss
yo Plate half-gap (mm)
Greek symbols
dk Gas thermal penetration depth (mm)
dkn Normalised thermal penetration depth
ds Solid thermal penetration depth (mm)
dv Viscous penetration depth
c Isentropic coefficient
es Stack heat capacity correction factor
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x Angular frequency (rad/s)
qm Density (kg/m
3)
r Prandtl number
h Normalised temperature difference
DTm Temperature span (K)
Uc Normalized cooling load
UH Normalized heat flow
UW Normalized acoustic power
n Objective function
l Dynamic viscosity (kg/m s)
k Wavelength (mm)
ei Right hand side of ith objective function
1 Introduction
Thermoacoustic refrigerators (TARs) offer a solution to the
current search for alternative refrigerants and alternative
technologies (such as absorption refrigeration, thermo-
electric refrigeration, pulse-tube refrigeration etc.) to
reduce environmental impact [1]. Thermoacoustics is a
field of study that combines both acoustic waves and
thermodynamics. The interaction of the temperature
oscillation accompanied by the pressure oscillation in a
sound wave with solid boundaries initiates the energy
conversion processes. In ordinary experience, this interac-
tion between heat and sound cannot be observed. It can be
amplified under suitable conditions to give rise to signifi-
cant thermodynamic effects such as convective heat fluxes,
steep thermal gradients and strong sound fields. TARs use
acoustic power to cause heat flow from low temperature
source to high temperature sink. In contrast, thermoacou-
stic engines (TAEs) produce acoustic power using heat
flow from high temperature source to low temperature sink
[2].
Thermoacoustic refrigerators (Fig. 1) mainly consist of
a loudspeaker (a vibrating diaphragm or thermoacoustic
prime mover) attached to a resonator filled with gas, a stack
usually made of thin parallel plates and two heat
exchangers placed at either side of the stack. The stack
forms the heart of the refrigerator where the heat-pumping
process takes place, and it is thus an important element
which determines the performance of the refrigerator [3].
For the temperature gradient along the stack walls to
remain steady, the material selected should have higher
heat capacity and lower thermal conductivity than the gas
otherwise the stack won’t be affected by the temperature
oscillations of the nearby gas. In addition, a material of low
thermal conductivity should be chosen for the stack and the
resonator to prevent leaking from the hot side of the res-
onator back to the cold side and to withstand higher pres-
sure [4].
Using a sound source such as a loudspeaker, an acoustic
wave is generated to make the gas resonant. As the gas
oscillates back and forth within the chamber, the standing
sound wave creates a temperature difference along the
length of the stack. This temperature change is a result of
compression and expansion of gas by sound pressure and
thermal interaction between the oscillating gas and the
surface of the plate. Heat is exchanged with the sur-
rounding through heat exchangers at the cold and hot side
of the stack [2]. The basic mechanics behind thermo-
acoustics are already well understood. A detailed expla-
nation of the way thermoacoustic coolers work is given by
Swift [3] and Wheatly et al. [5]. Recent researches focuses
on improving the performance of the devices so that ther-
moacoustic coolers can compete with commercial refrig-
erators. One way to improve the performance of currents
devices is through developing novel modelling approach in
order to understand interaction between design parameters.
After briefly describing the design optimization with
regards to TARs and review previous optimization efforts
underlying thermoacoustic devices, we will then proceed to
discuss our approach to optimize their design.
2 Optimization of thermoacoustic refrigerators
In mathematical sense, optimization is the selection of a
best element (with regard to some criteria) from some set
of available alternatives. It involves maximizing or mini-
mizing a function of one or more variables. Engineering
optimization is the subject which uses optimization tech-
niques to achieve design goals. It can be defined as the
process of finding the conditions that give the maximum or
minimum value of a function [6]. The optimization crite-
rion can therefore be formulated in mathematical form, as a
function (objective function). This study deals with the
application of mathematical programming techniques
suitable for the solution of engineering design problems.
In the case of TARs, we have used relevant physical
parameters describing the device and which determine the
performance of the thermoacoustic system form in the
optimization process.
Loudspeaker
Hot heat exchanger
Stack
Cold heat exchanger
Resonance tube
Xs
Fig. 1 Schematic diagram of a typical thermoacoustic refrigerator
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For optimization purposes, the thermodynamic analysis
of Wetzel and Herman [7] shows that TAR can be subdi-
vided into four modules: (1) thermoacoustic stack, (2)
resonance tube, (3) heat exchangers and (4) acoustic driver.
Therefore, the designer can optimize each module sepa-
rately and obtain a maximum global thermodynamic per-
formance of the device as a result. The most important part
of the thermoacoustic system is the core, where the stack of
plates is [3]. Thermoacoustic effects actually occur within
a very small layer next to the plate, the thermal boundary
layer. It is defined as [8]:
dk ¼
ffiffiffiffiffiffiffiffiffiffiffiffiffi
2K
qmcpx
s
ð1Þ
With K being the thermal conductivity, qm the mean
density, cp the constant pressure specific heat capacity of
the working fluid. Heat transfer by conduction is encour-
aged by a thick boundary layer during a period of 1/x,
where x is the angular frequency of the vibrating fluid.
However, another layer that occurs next to the plate, the
viscous boundary layer, discourages the thermoacoustic
effects. It is defined as [8]:
dV ¼
ffiffiffiffiffiffiffiffiffi
2l
qmx
s
ð2Þ
where l is the diffusivity of the gas. Losses due to viscous
effects occur in this region. A thinner viscous boundary
layer than the thermal boundary layer is desirable for
effective thermoacoustic effects.
Various parameters affecting the performance of TARs
are well understood from previous studies. A network
model to evaluate the temperature differences across the
stack was developed by Tu et al. [9]. The results found
show that the stack position, the oscillating pressure ratios
and the stack geometries affect the temperature differences.
The optimization of inertance sections of thermoacoustic
devices using DeltaEC (Design Environment for low-
amplitude Thermoacoustic Energy Conversion) by varying
individual parameters to determine optimal designs is
illustrated by Zoontjens et al. [10]. Their results highlight a
vast array of variables that must be considered interde-
pendent for robust device operation. The performance of a
standing wave thermoacoustic cooler to achieve the best
possible COPRs (coefficient of performance compared to
Carnot) for various temperature spans between the hot and
cold side of the stack was evaluated by Paek et al. [11]
using DeltaEC. The results found show that thermoacoustic
cooling seems to make less sense for applications with
either low or high temperature spans such as air condi-
tioning or cryogenic cooling. The impact of the gas
blockage with small and large thermal contact areas
between stack and heat exchanges on the performance of a
TAR was investigated by Akhavanbazaz et al. [12]. The
results found shows that increasing the thermal contact area
of heat exchangers reduces the cooling load and increases
the acoustic power required due to the gas blockage. The
performance of a thermoacoustic refrigeration system with
respect to temperature difference, the pressure and the
frequency was investigated by Nsofor et al. [13]. The
results found shows that there is an optimum pressure and
an optimum frequency for which the system should be
operated in order to obtain maximum cooling load. The
relationship between cooling load and plate spacing was
derived by Wu et al. [14] using constructural principle. The
results found shows that the plate spacing and the number
of plate influence the cooling load. A two dimensional
numerical simulation of a TAR driven at large amplitude
was conducted by Ke et al. [15]. Optimized parameters of
plate thickness, length and plate spacing of heat exchangers
have been identified. The effect of operation conditions and
geometrical parameters on heat exchangers performance in
TAR was investigated by Piccolo [16]. Relevant guidance
have been drawn for heat exchanger design as far as fin
length, fin spacing, blockage ratio, gas and secondary fluid-
side heat transfer coefficients are concerned. More
recently, Hariharan et al. [17] optimize the parameters like
frequency, stack position, stack length, and plate spacing
involving in designing TAR using the response surface
methodology (RSM). Their results show that geometrical
variables chosen for their investigation are interdependent.
This is by no means a complete list of the ‘‘optimization’’
of refrigerators components, but it is a good overview of
optimization Targets.
3 Motivation
Considering a simple TAR, comprised of a stack inside of a
resonance tube, the energy flows are obvious. Acoustic
work, sound, can be used to generate temperature differ-
ences that allow heat to move from a low temperature
reservoir to an ambient at higher temperature, thus forming
a thermoacoustic refrigeration system. Therefore, the goal
of the optimization is to achieve the highest performance
for a particular configuration and set of operating condi-
tions. Interestingly, Herman and Travnicek [18] found that
sets of parameters leading to two seemingly similar out-
comes, maximum efficiency and maximum cooling were
not the same. Therefore, they have considered two opti-
mization criteria in the design optimization of TARs. For a
particular set of operating conditions and system configu-
ration, one goal is to achieve the highest COP. This criteria
is useful when designing large thermoacoustic system or
comparing the performance of refrigeration system. For
small-scale thermoacoustic systems, the cooling load was
Heat Mass Transfer (2015) 51:649–660 651
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found to be critical for the success of the design [18]. This
work is undoubtedly a valuable addition to the thermoa-
coustic community. However, this optimization effort
relies heavily on studying the effect of a single design
parameter on device performance. In all likelihood, each
optimal design is a local optimum as the solution obtained
is optimal (either maximal or minimal) within a neigh-
bouring set of candidate solution. This is in contrast with
the global optimum proposed in this study, which gives
global optimal solution among all possible solutions in a
specific domain, not just those in particular neighbourhood
of variables. We discuss a novel mathematical program-
ming approach to handling design and choice between
maximum cooling and maximum coefficient of perfor-
mance of TAR. Additionally, we have identified the
blockage ratio, the stack spacing, the stack length and the
position of the stack as design parameters and take their
interdependency into account while computing the optimal
set describing optimal performance of TARs unlike pre-
vious studies.
The remainder of this paper is organized in the fol-
lowing fashion: in Sect. 4, the model development is pre-
sented. The fundamental parameters and equations in our
mathematical models characterizing the standing wave
TARs are presented. In Sect. 5, we discuss single objective
optimization, using weighted sum method to find values of
the variables that satisfy the constraints and are globally
optimal with respect to the considered objective function.
Section 6 considers optimization of multiple objectives
using a lexicographic optimization scheme. Sections 7 and
8 report the contributions of this work.
4 Model development
In this section, the model development for the physical
standing wave refrigerator depicted in Fig. 1 is presented.
For our models, only the stack geometry is considered. The
model does not consider any effect of the working fluid
(details available in Ref. [18]), the stack material or the
interdependency of coefficient of performance of ther-
moacoustic core, effectiveness of heat exchangers and
acoustic power efficiency. The geometry used to derive and
discuss the thermoacoustic equations is illustrated in
Fig. 2. In this paper, no attempt is made to derive these
equations, as detailed derivations of the equations are
available in both Mahmud [19] and Tijani [20] thesis.
The main assumptions made in the derivation of the heat
and the work flows from the exact equation are:
• The short stack approximations and
• the boundary layer approximation
The short stack approximation considered that the stack
is short enough (Ls  k) so that the velocity and the
pressure do not vary significantly. The boundary layer
approximation considers the plate half thickness and plate
half-gap large enough compared to the gas and the solid
thermal penetration depth (yo  dk and 1  ds). This
approximation simplifies the coupled equations governing
the fluid motion and heat transfer. In addition, under theses
approximations, the temperature difference DTm is much
less than the mean temperature span Tm. Therefore the
thermophysical properties of the stack and the working
fluid can be taken as constant. With these assumptions,
Tijani et al. [19] have derived acoustic power and heat flow
in thermoacoustic element.
4.1 Design parameters of the thermoacoustic core
The basic design requirements for TAR are twofold [18]:
a. To supply the desired cooling load and
b. to achieve the prescribed cooling temperature at the
same time
The coefficient of performance of a thermoacoustic core
COP is dependent of 19 independent design parameters [7].
Wetzel and Herman [18] have collapsed the number of
parameters to the following six normalized parameter
spaces.
4.2 Objectives functions
The performance of the thermoacoustic stack depends on
three main stack design parameters: the centre position, the
length and the cross-section area of the stack. The nor-
malized heat flow UH and acoustic power, UW neglecting
Fig. 2 A simple short stack thermoacoustic engine with stack
spacing and thickness
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axial conduction in the working fluid as well as in the stack
plates, are given by [21]:
UH ¼  dknDR
2 sin 2XSnð Þ
8c 1þ rð Þ 1 ffiffiffirp dkn þ 12rd2kn
 
" #
 DTmn tan XSnð Þ
c 1ð ÞBR LSn 
1þ ffiffiffirp þ rð Þ
1þ ffiffiffirp  1þ
ffiffiffi
r
p  ffiffiffirp dkn
 
 
ð3Þ
UW¼ dknDR
2LSn c1ð ÞBR cos2 XSnð Þ
4c
 
 DTmn tan XSnð Þ
BRLSn c1ð Þ 1þ
ffiffiffi
r
pð Þ 1 ffiffiffirp dknþ 12rd2kn
 1
" #
 dknLSnDR
2
4c

ffiffiffi
r
p
sin2 XSnð Þ
BR 1 ffiffiffirp dknþ 12rd2kn
 
" #
ð4Þ
We can now define the normalized cooling load UC and
the coefficient of performance of the thermoacoustic core
COP respectively by [7]:
UC ¼ UH  UW ð5Þ
COP ¼ UH  UW
UW
ð6Þ
The cooling load UC is function of 8 non dimensional
parameters [8]:
UC ¼ F r; c; eS; h; LSn; XSn; BR; dknð Þ ð7Þ
Where r, c, eS and h represent respectively the Pra-
ndtl number, the polytropic coefficient, the stack heat
capacity correction factor and the normalized tempera-
ture difference. The influence of the working fluid on the
gas is exerted through the parameters r, c, and eS. In
Sects. 5 and 6, we will study the influence of normalized
stack length LSn, normalized stack position XSn, block-
age ratio BR and normalized thermal penetration depth
dkn (as described in Table 1) on the performance of the
TAR.
Performance inefficiencies in a TAR arise from heat
transfer problems and viscous losses within a viscous
penetration depth dv, from stack plates and from resonator
walls [22]. Stack resistance to sound wave causes intensity
attenuation and introduces nonlinearities [23]. Therefore,
the viscous and thermal relaxation dissipation in the pen-
etration depth and along the surface of the resonator have
to be considered. In the boundary layer approximation, the
acoustic power loss per unit area of the resonator is given
by [21]:
W2
o ¼ dW2
dS
¼ dknDR
2LSn c 1ð ÞBR cos2 XSnð Þ
4c
 
þ dknLSnDR
2
4c

ffiffiffi
r
p
sin2 XSnð Þ
BR 1 ffiffiffirp dkn þ 12rd2kn
 
" #
ð8Þ
where the first term on the right-hand side is the kinetic
energy dissipated by viscous shear. The second term is the
energy dissipated by thermal relaxation.
5 Single objective optimization
All the expressions involved in our mathematical pro-
gramming model (MPF) have been presented in the pre-
vious section. Together with the following expressions,
they represent a nonlinear programming problem with
discontinuous derivatives (DNLP):
MPFð Þ max
BR;dkn;LSn;XSn
n ¼ w1 UCð Þ þ w2 COPð Þ þ w3 W2
o
 
ð9Þ
This mathematical model characterizes the essential
elements of a standing wave TAR. In the following dis-
cussion we analyse restricted cases of our objectives, and
identify general tendencies of the parameters to influence
Table 1 TAR parameters Operation parameter
Drive ratio (DR) DR ¼ p0p
m
where p0 and pm are respectively the dynamic and mean pressure
Normalized temperature
difference
h ¼ DTmn ¼ DTmTm where DTm and Tm are respectively the desired temperature
span and the mean temperature span
Gas parameter
Normalized thermal
penetration depth
dkn ¼ dky0 where 2y0 is the plate spacing
Stack geometry parameters
Normalized stack length LSn ¼ 2pfa LS where LS the stack length
Normalized stack position XSn ¼ 2pfa XS where f, a and Xs are respectively the resonant frequency, the
speed of sound and the stack centre position
Blockage ratio or porosity BR ¼ y0
y
0
þlð Þ where 2 l is the plate thickness
Heat Mass Transfer (2015) 51:649–660 653
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individual objective components. To illustrate our
approach, we consider the design requirement as described
in [18]. It consists of a parallel-plate stack placed in
helium-filled resonator. All relevant parameters are given
in Tables 2 and 3.
5.1 Emphasizing acoustic cooling load
All proposed models DNLP are solved by GAMS 23.8.1
[24], using LINDOGLOBAL solver on a personal com-
puter Pentium IV 2.1 GHz with 4 GB RAM. The following
constraints (upper and lower bounds) have been enforced
on variables in other for the solver to carry out the seasrch
of the optimal solutions in those ranges:
LSn:lo ¼ 0:001; LSn:up ¼ 0:500;
XSn:lo ¼ 0:010; XSn:up ¼ 1:000
BR:lo ¼ 0:700; BR:up ¼ 0:900;
dkn:lo ¼ 2dk; dkn:up ¼ 4dk ½8
ð10Þ
Setting the objective function weights to w2 = w3 = 0
and w1 = 1 in Eq. (9), the problem reduces to Eqs. (3)–(5),
and variable restrictions (10). Objective function (9)
becomes:
max
BR;dkn;LSn;XSn
nUC ¼ UCð Þ ð11Þ
In our approach, the geometry range is small in order to
illustrate the behaviours of the objective
functions and optimal solution of a small-scale TAR. In
Table 4, the optimal solutions that maximize nUc are rep-
resented with letter superscripted with asterisk:
Physically, this optimal solution can be interpreted as:
• making the stack as short as possible LSn ¼ LSn min
 
,
• moving the stack as near as possible to the loudspeaker
XSn ¼ XSn min
 
and,
• reducing the porosity of the stack
BR ¼ BRmin and dkn ¼ dkn minð Þ
The maximum cooling load (Table 4)
UC max ¼ 7:2659E 4: ð12Þ
The decision maker can also determine the minimum
cooling load by formulating the problem as follow:
Setting the objective function weights to w2 = w3 = 0
and w1 = 1in Eq. (9), the problem reduces to Eqs. (3)–(5),
and variable restrictions (10). Objective function (9) becomes:
min
BR;dkn;LSn;XSn
nUC ¼ UCð Þ ð13Þ
The minimum cooling load
UC min ¼ 4:3339E  8: ð14Þ
UC max and UC min have been used as upper and lower
bounds for the objective UC in the models.
5.2 Emphasizing coefficient of performance
We emphasize COP by setting objective function weights
w1 = w3 = 0 and w2 = 1 in Eq. (9). The problem then
simplifies to Eqs. (3), (4), (6), and variable restrictions
(10). The maximal performance for all refrigerators is
given by the Carnot coefficient of performance obtained as
follows [7]:
COPC ¼ 2 hð Þ
2h
ð15Þ
This value is used as the upper bound for the objective
COP. Objective function (9) becomes:
max
BR;dkn;LSn;XSn
nCOP ¼ COPð Þ ð16Þ
In Table 5, the optimal solutions that maximize nCOP are
represented with letter superscripted with asterisk.
Physically, this optimal solution can be interpreted as:
• making the stack as short as possible LSn ¼ LSn min
 
,
• moving the stack slightly from the loudspeaker
XSn[XSn min
 
and,
Table 2 Design parameters
Design requirements
Mean pressure Pm (Pa) 500,000
Drive ratio DR (%) 3.5
Normalized temperature difference h or DTmn 0.030
Stack material Mylar
Table 3 Additional parameters
Working fluid: helium
Prandtl number r 0.67
Polytropic coefficient c 1.63
Calculated parameters
Sound speed a (m/s) 1,054.4
Resonant frequency, a/k f (Hz) 24,752
Thermal penetration depth dk (mm) 0.023
Table 4 Optimal solutions found by LINDOGLOBAL
LSn X

Sn BR
 dkn U

C CPU time (s)
x 0.001 0.010 0.700 0.046 7.2659E - 4 10.383
Table 5 Optimal solutions found by LINDOGLOBAL
LSn X

Sn BR
 dkn COP
 CPU time (s)
x 0.001 0.014 0.700 0.065 32.8 0.206
654 Heat Mass Transfer (2015) 51:649–660
123
Author's personal copy
• reducing the porosity of the stack and making the stack
spacing greater then dkn min BR ¼ BRminð
and dkn[ dkn minÞ.
5.3 Emphasizing acoustic power loss
We emphasize W2
o
by setting objective function weights
w1 = w2 = 0 and w3 = 1 in Eq. (9). The problem then
simplifies to Eqs. (8) and (9), and variable restrictions (10).
The objective function (9) becomes:
max
BR;dkn;LSn;XSn
n
W2
o ¼ W2
o
 
ð17Þ
In Table 6, the optimal solutions that minimize
n
W2
o are represented with letter superscripted with
asterisk.
Physically, this optimal solution can be interpreted as:
• making the stack as short as possible LSn ¼ LSn min
 
,
• moving the stack as near as possible to the loudspeaker
XSn ¼ XSn min
 
and,
• reducing the porosity of the stack
BR ¼ BRmin and dkn ¼ dknminð Þ
5.4 Single objective optima: variable analysis
Table 7 summarizes the results of Sects. 5.1, 5.2 and 5.3.
It highlights the behaviour of parameters. For these
objectives, : indicates an increasing tendency, ; indi-
cates a decreasing tendency, and  indicates there is
conflicting tension between parameters. Note the lack of
tension in parameters for the cooling load Uc and the
acoustic power loss W2
o
, which share the same optimal
solution.
6 Emphasizing all objective components
Lastly, we simultaneously consider all three objective
components by regarding cooling load Uc, coefficient of
performance COP, and acoustic power lost W2
o
as three
distinct objective components. Most of the expressions
involved in the formulation of the multi-objective mathe-
matical programming problem (MPF) have been presented
in the previous section. The optimization task is formulated
as a three-criterion DNLP that simultaneously maximize
the magnitude of the cooling load Uc, maximize the coef-
ficient of performance COP and minimize acoustic power
lost W2
o
.
MPFð Þ max
LSn;XSn;BR;dkn
n ¼
UC LSn;XSn;BRadknð Þ;
COP LSn;XSn;BRadknð Þ;
 Xo
2 LSn;XSn;BRadknð Þ
8
>
>
<
>
>
:
9
>
>
=
>
>
;
ð18Þ
Subject to bound limits (12), (14) and (15) and the
following constraint:
UC ¼ UH  UW[ 0 ð19Þ
A negative cooling load does not have any physical
meaning and thus the solutions for which this condition is
not met have been eliminated. In the formulation (18),
(LSn, XSn, BR, dkn) denotes the parameters of the TAR.
There is no single optimal solution that simultaneously
optimizes all the three objectives functions. In these cases,
the decision makers are looking for the ‘‘most preferred’’
solution. To find the most preferred solution of this multi-
objective model, the augmented e-constraint method
(AUGMECON) as proposed by Mavrotas [25] is applied.
The AUGMECON method has been coded in GAMS. The
code is available in the GAMS library (http://www.gams.
com/modlib/libhtml/epscm.htm) with an example. While
the part of the code that has to do with the example (the
specific objective functions and constraints), as well as the
parameters of AUGMENCON have been modified in this
case, the part of the code that performs the calculation of
payoff table with lexicographic optimization and the pro-
duction of the Pareto optimal solutions is fully parame-
terized in order to be ready to use.
Practically, the e-constraint method is applied as
follows:
• A single primary objective function is maximized while
the other are used as constraints.
• From the payoff table the range of each one of the p-1
objective functions that are going to be used as
constraints is obtained.
• Then the range of the ith objective function to qi equal
intervals using (qi - 1) intermediate equidistant grid
Table 6 Optimal solutions found by LINDOGLOBAL
LSn X

Sn BR
 dkn W2
o  CPU time (s)
x 0.001 0.010 0.700 0.046 3.8121E - 9 0.347
Table 7 Tendency of parameters when optimizing individual
components
Uc COP W2
o
LSn ; ; ;
XSn ; : ;
BR ; ; ;
dkn ; : ;
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points is divided. Thus in total (qi ? 1) grid points that
are used to vary parametrically the right hand side (ei)
of the ith objective function is obtained. The total
number of runs becomes (q2 ? 1) 9 (q3 ? 1) 9
… 9 (qp ? 1).
The e-constraint method has several important advan-
tages over traditional weighted method. These advantages
are listed in Ref. [25]. In the conventional e-constraint
method, there is no guarantee that the obtained solutions
from the individual optimization of the objective functions
are Pareto optima or efficient solutions. In order to over-
come this deficiency, the lexicographic optimization for
each objective functions to construct the payoff table for
the multi-objective mathematical programming models
(MPF) is proposed in order to yield only Pareto optimal
solutions (it avoids the generation of weakly efficient
solutions) [25]. The mathematical details of computing
payoff table for the MPF can be found in Ref. [26].
The choice of the primary objective function (most
important function) depends on the decision-maker. Often,
this decision is based on the problem information and can
lead to partial representation of Pareto optimal sets due to
tendency of the solution to cluster toward the maximum of
the primary objective function. We have therefore articu-
lated the preferences and specify limits on objective
functions rather than relying on relative importance of
objectives as suggested by Marler [27] to identify the best
problem formulation. Subsequently, the augmented e-con-
straint method for solving model (Eq. 18) has been for-
mulated twice and most preferred optimal solution have
been identified based on the value of the obtained cooling
load UC and coefficient of performance COP:
a. Model A
max UC LSn;XSn;BR;dknð Þ þ dir1r1
s2
r2
þ s3
r3
þ s4
r4
þ s5
r5
  
s:t: COP LSn;XSn;BR;dknð Þ  dir2s2 ¼ e2
W
o
2 LSn;XSn;BR;dknð Þ
dir3s3 ¼ e3
si 2<þ ð20Þ
b. Model B
max COP LSn;XSn;BR;dknð Þ þdir1r1
s2
r2
þ s3
r3
þ s4
r4
þ s5
r5
  
s:t: UC LSn;XSn;BR;dknð Þ dir2s2¼ e2
W
o
2 LSn;XSn;BR;dknð Þ
dir3s3¼ e3
si 2<þ ð21Þ
where diri is the direction of the ith objective function,
which is equal to -1 when the ith function should be
minimized, and equal to ?1, when it should be maxi-
mized. Efficient solutions of the problem are obtained by
parametrical iterative variations in the ei. si are the
introduced surplus variables for the constraints of the MP
problem. r1si/ri is used in the second term of the objec-
tive function, in order to avoid any scaling problem. The
formulation of Eqs. (20) and (21) are known as the
augmented e-constraint method due to the augmentation
of the objective function UC and COP by the second
term. The following constraints (upper and lower bounds)
have been enforced on variables in other for the solver to
carry out the search of the optimal solutions in those
ranges:
XSn:lo ¼ 0:010; XSn:up ¼ 1:000
BR:lo ¼ 0:700; BR:up ¼ 0:900;
dkn:lo ¼ 2dk; dkn:up ¼ 4dk
ð22Þ
We use lexicographic optimization for the payoff
table; the application of model (Eqs. 20, 21) will pro-
vide only the Pareto optimal solutions, avoiding the
weakly Pareto optimal solutions. Efficient solutions of
the proposed model have been found using AUGMEN-
CON method and the LINDOGLOBAL solver. To save
computational time, the early exit from the loops as
proposed by Mavrotas [25] has been applied. The range
of each five objective functions is divided in four
intervals (five grid points). The normalized stack length
LSn has been arbitrarily given successively values of
0.05–0.1–0.15–0.2–0.25–0.3–0.35–0.4–0.5. This process
generates optimal solutions corresponding to each value
of LSn. The following section report only the best sets of
Pareto solutions obtained successively with model A
and B. These results suggest that for an arbitrary chosen
fixed value of LSn, a maximum value of UC and COP
can be found. The maximum CPU time taken to com-
plete the results is 324.981 s.
In Figs. 3 and 4 the results of performance calculations
illustrating the efficiency of thermoacoustic core, are
shown. They are represented in terms of maximum cooling
and Coefficient of performance relative to Carnot COPR.
Presenting the results in form of COPR instead of COP
offers the advantage of not taking into account the trivial
part of the Carnot part of the performance, accounting for
the temperature dependence of the efficiency. In terms of
normalized design parameters, the COPR can be deter-
mined as [7]
COPR ¼ COP
COPC
¼ UHj j  UWj jð Þ= UWj j
2 hð Þ= 2hð Þ ð23Þ
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7 Results and discussions
7.1 Optimization for best coefficient of performance
In Fig. 3, results that quantify the effect of the normalized
stack length on the COPR are displayed. For this purpose,
the normalized stack length LSn, the normalized stack
position XSn, the blockage ratio BR and the normalized
thermal penetration depth dkn were allowed to vary
simultaneously and optimal solutions describing the best
parameters have been obtained and highlighted in bold in
Table 8. The results suggest the COPR increases by
locating the stack centre position closer (as compared to the
cooling load) to the pressure antinode (closed end) and
making the stack length (LSn) shorter. This concurs with
previous studies by Herman and Travnicek [18] who sug-
gest that higher pressure amplitudes at the pressure anti-
node (closed end) cause more pronounced temperature
change.
The results suggest that there is a distinct optimum of
the coefficient of performance for a selected set of design
parameters and depending on the formulation adopted
(model A or B) with the maximum value described by:
Model A
COPR ¼
LSn
XSn
BR
dkn
2
6
6
4
3
7
7
5
¼
0:050
0:193
0:700
0:046
2
6
6
4
3
7
7
5
Model B
COPR ¼
LSn
XSn
BR
dkn
2
6
6
4
3
7
7
5
¼
0:050
0:413
0:720
0:089
2
6
6
4
3
7
7
5
The COPR presented in this study is roughly 35 % of
Carnot COP. While considering the losses (viscous and
thermal) along the stack, the heat exchangers, the resona-
tor, the heat leaks through the stack and the resonator and
the efficiency of a loudspeaker, the COPR of a complete
TAR will be lower than the COPR of a stack as presented
in this study.
7.2 Optimization for maximum cooling
In this approach, we have taken the interaction between
design parameters into account. As shown in Table 8 and
Fig. 3 a Cooling load as function of the normalized stack length for
model A and b Cooling load function of the normalized stack length
for model B in Table 8
Fig. 4 a Coefficient of performance relative to Carnot for model A
and b Coefficient of performance relative to Carnot for model B in
Table 8
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Fig. 4, the maximum of the cooling load UC MAX is located
far away (as compared with best COPR) from the acoustic
driver as suggested by values of optimal stack centre
position XSnobtained.
The results suggest that there is a distinct optimum of
the cooling load for a selected set of design parameters and
depending on the formulation adopted (model A or B) with
the maximum value described by:
Model A
UC ¼
LSn
XSn
BR
dkn
2
6
6
4
3
7
7
5
¼
0:150
0:459
0:700
0:046
2
6
6
4
3
7
7
5
Model B
UC ¼
LSn
XSn
BR
dkn
2
6
6
4
3
7
7
5
¼
0:150
0:561
0:900
0:083
2
6
6
4
3
7
7
5
Based on Table 8 and Figs. 3 and 4, one will suspect
that the normalized stack length LSn, the normalized stack
position XSn, the blockage ratio BR and the normalized
thermal penetration depth dkn are somehow related. Indeed,
that is the case.
7.3 Best coefficient of performance and maximum
cooling load results comparisons
A comparison of Fig. 5a, b leads to the conclusion the
maxima of the functions UC and COPR
 depends on the
mathematical programming formulation. It can be seen that
model B (with the COP as primary objective function)
produces the highest optimal cooling load UC and coeffi-
cient of performance COPR.
This choice is in line with the a priori articulation of
preferences by the decision maker which consist of
selecting the most preferred solution. Additionally, the
maxima of the functions UC and COPR
 do not coincide.
While the former is far away from the closed end, the latter
is close to it. For electronic cooling, the main objective is
to achieve high cooling loads; thus, maximising UC while
maximising the COPR, is the goal for large-scale devices.
Therefore, the solution to this problem exists, given as
follow:
Large scale applications:
COPR ¼
LSn
XSn
BR
dkn
2
6
6
4
3
7
7
5
¼
0:050
0:413
0:720
0:089
2
6
6
4
3
7
7
5
or
0:050
0:193
0:700
0:046
2
6
6
4
3
7
7
5
Table 8 Non-dominated solutions found by AUGMENCON
LSn 0.050 0.100 0.150 0.200 0.250 0.300 0.35 0.4 0.5
Model A
COPMAX BR 0.700 0.700 0.700 0.700 0.700 0.700 0.700 0.700 0.700
dkn 0.046 0.046 0.046 0.046 0.046 0.046 0.046 0.046 0.046
XSn 0.193 0.426 0.303 0.388 0.321 0.479 0.467 0.454 0.473
Uc 1.26E206 2.31E-06 1.81E-06 2.09E-06 1.59E-06 2.05E-06 1.81E-06 1.55E-06 1.13E-06
COP 11.521 5.250 3.603 2.559 1.958 1.660 1.250 0.910 0.584
Uc MAX BR 0.700 0.700 0.700 0.700 0.700 0.700 0.700 0.700 0.700
dkn 0.046 0.046 0.046 0.046 0.046 0.046 0.046 0.046 0.046
XSn 0.331 0.426 0.459 0.478 0.484 0.483 0.467 0.454 0.473
Uc 1.71E-06 2.31E-06 2.44E206 2.39E-06 2.25E-06 2.06E-06 1.81E-06 1.55E-06 1.13E-06
COP 9.475 5.250 3.434 2.432 1.921 1.590 1.250 0.91 0.584
Model B
COPMAX BR 0.720 0.900 0.835 0.890 0.760 0.860 0.817 0.728 0.808
dkn 0.089 0.082 0.060 0.460 0.046 0.046 0.046 0.046 0.046
XSn 0.413 0.521 0.503 0.575 0.610 0.610 0.610 0.517 0.610
Uc 4.11E20.6 4.87E-06 3.74E-06 2.54E-06 2.47E-06 2.33E-06 2.33E-06 2.12E-06 1.31E-06
COP 11.65 6.176 4.109 3.306 2.362 1.795 1.795 1.271 0.778
Uc MAX BR 0.720 0.900 0.900 0.900 0.900 0.900 0.700 0.835 0.700
dkn 0.089 0.082 0.083 0.084 0.070 0.059 0.078 0.078 0.048
XSn 0.413 0.521 0.561 0.582 0.656 0.609 0.489 0.628 0.519
Uc 4.11E-06 4.87E-06 5.70E206 5.56E-06 3.99E-06 3.04E-06 3.66E-06 3.59E-06 2.27E-06
COP 11.65 6.176 3.429 2.427 2.118 1.361 1.324 0.928 0.455
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Electronic cooling applications:
UC ¼
LSn
XSn
BR
dkn
2
6
6
4
3
7
7
5
¼
0:150
0:561
0:900
0:083
2
6
6
4
3
7
7
5
or
0:150
0:459
0:700
0:046
2
6
6
4
3
7
7
5
8 Conclusion
In this paper, a multi-objective approach that provides fast
initial engineering estimates to initial design calculation of
TARs is discussed. Their performances were evaluated
using three criteria: (1) maximum cooling, (2) best coef-
ficient of performance, and (3) the acoustic power loss.
Four different parameters—stack length, stack centre
position, stack spacing and blockage ratio—describing the
geometry of the device have been studied. DNLPs have
been formulated and implemented in GAMS. For the case
of multiple objectives considered simultaneously, we have
applied an improved version of a multi-objective solution
method, the epsilon-constraint method called augmented
epsilon-constraint method (AUGMENCON). We have
adopted a lexicographic method in order to avoid domi-
nated Pareto optimal solutions. We were able to identify
the best mathematical programming formulation leading to
the highest performance of the device. For different arbi-
trary values of stack length, this process generates optimal
solutions describing geometry of the TAR, solutions which
depend on the a priori design goal for maximum cooling or
maximum coefficient of performance. This present study
reveals and quantifies that the results obtained with these
two objectives are different. There is a specific stack length
which corresponds to a specific stack centre position,
specific stack spacing and a specific blockage ratio
depending on the design goal. In conclusion, it was
determined that the design parameters are interdependent.
This clearly supports the use of a lexicographic multi-
objective optimisation scheme to design TARs.
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